	Domestic Construction – Carpentry –

Internal Fixing – Completion

	Owner:    

	Builder:  
	BSA Licence: 

	Project :  

	Site Address:  

	Supervisor:   
	Phone : 

	Date:   
	Job No:  

	

	Component
	(/(
	Action/Comment

	Check plans and contract documents for extent of work and any variations
	
	

	All timber work arrised including sliding and hinged doors
	
	

	Head and jambs to all doors level and plumb
	
	

	Hinged internal doors have 3mm or 1 x 3 inch nailing gun nail clearance margin all round and clearance at base to suit floor finishes
	
	

	Sills to robes wedged, packed and glued level.
	
	

	Jamb to robes plumb and fitted to both side jambs
	
	

	Entry, garage and laundry doors installed and  locks fitted and operating correctly
	
	

	Pantry, linen and robe shelves level and appropriately fixed and supported at heights stipulated in the plan or by the supervisor
	
	

	Manhole cover installed
	
	

	Architraves and skirtings installed and all mitres pinned, glued and sanded
	
	

	Short runs of skirtings and corners wedged straight off walls and filled over
	
	

	Sufficient architrave clearance around door hinges
	
	

	Window reveals securely nailed and straightened
	
	

	All rubbish removed and house swept clean on completion
	                
	

	Sub-Contractor : 

	BSA Licence: 
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